To: BudneySL@cdmsmith.com[BudneySL@cdmsmith.com]; Hoppe,
Michael[Hoppe.Michael@epa.govl]; Vaughn, Stephanie[Vaughn.Stephanie@epa.gov}
Cc: Gary.Foster@CH2M.com[Gary.Foster@CH2M.com];
George.Hicks@CH2M.com[George. .Hicks@CH2M.com};
James.Brinkman@CH2M.com{James.Brinkman@CH2M.com];

Jennifer. Wilkie@CH2M.com[Jennifer. Wilkie@CH2M.com];
Mike.Jury@CH2M.com[Mike .Jury@CH2M.com}; John Rolfefjrolfe@demaximis.com}; Willard
Potter[otto@demaximis.com}; Robert Law[rlaw@demaximis.com}

From: Stan Kaczmarek

Sent: Mon 12/16/2013 4.:58:42 PM

Subject: Carbon Analysis of Quality Control Samples

20131216 CarbonControSampleResultls Tech Memo.pdf

Stephanie,

Attached is a technical memorandum describing the results of Total Carbon analyses on Quality
Control samples collected during the placement of the RM 10.9 Removal Action's active layer. It
concludes that that the carbon sampling methodology and corresponding analytical method
should not be used for evaluation against design criteria when an AquaGate+PAC™ product
forms the active component of a cap. Further research and evaluation would be needed to refine
the method before it can be used to reliably and accurately represent carbon content in such a
cap.

Please call me if you have any questions.

Stan

Stan Kaczmarek, PE

de maximis, inc.

186 Center Street, Suite 290
Clinton, NJ 08809
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